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X-PD 512 RDM Addressable Pixel Driver  

24VDC

2 Pin IP68 Waterproof Connector

LEDs Out: Power&Data

LEDs Out Connections: 3+5 Pin IP68 Waterproof Connector

Control Interface: USITT DMX 512 A

Interface Connections:

Addressing:

Monitoring:

Type of Installation:

Screw and Mounting:

Environment:

Operating Temperature:

Storage Temperature:

Housing:

Dimensions (H x W x D):

Control Interface:

Ip68 RJ45 Waterproof Connector (DMX in & DMX out)

RDM (Group of Remote Addressable Systems)

Voltage Monitoring,Temperature Monitoring, Status Monitoring,Power Cycle Monitoring, Lumen-Maintenance Life Monitoring

Wall Mount & M12 for Lighting Clamp

Black Iron

Ip67, Ik10

-40°C - 50°C - (-40° - 122° F)

-40°C - 85°C - (-40°C - 185° F)

Aluminium Extrusion Body

21x154x62 mm (0.83x6x2.44 in)

0.310 kg (0.686 lb)Weight:

EU safety: EN 60950-1, EN 60950-22  EU EMC: EN 55022, EN 55024, EN 61000-3-2, EN 61000-3-3

US safety: UL 60950-1, UL 60950-22  US EMC: FCC Part 15 Class A
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