
Power Pack is Hera Led’s special series of power sup-
plies for its fixtures. The Power Pack Series are unified 
boxes that prevent complex combinations of power 
and data cables and hence ensure easy assembly.

The Power Pack series sends a DMX signal to the 
output using its Test mode. This allows the integrator 
to setup easily without need for auxiliary devices such 
as a PC, DMX Universes, pixel mapping, etc. All Hera 
products operating at 48V DC can be supplied from 
the Power Pack. 

Series is available in 4 models according to nominal 
power; 320, 500, 1000, 2000 W. Device Status, Pow-
er Output Status, Fuse Fail Status, Data Output Status, 
Data Off Status, Device Test Output Status indicators 
allow you to monitor the device remotely. 

Power Pack 320 and Power Pack 500 can be installed 
as wall mount or via DIN Rail apparatus in panels. 
Power Pack 1000 and Power Pack 2000 can be in-
stalled as rack mount or wall mount with their 19" 2U 
dimensions. 

Power Pack series constitute a seamless power supply 
for all our fixture models.

Bring Light 
Back to Power 
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Power Pack 320

In the Power Pack 320 Series, you can see which color light is on output through the indicator 
light on the front panel. Power Pack 320 Series has LEDs that indicate whether the Energy and 
DMX signals are being received. You can see which port has DMX output and which port has volt-
age output. When the fuse fails,  you can see the LED indicators on which channel is problematic. 

Device operates in Test/Data mode when you press and hold the Mode button for 3 seconds. In 
Test mode, the device provides test data to all ports in RGBW combinations with each push of the 
button. In Data mode, it transmits the data from inputs to outputs. It does not harm the DMX uni-
verse thanks to the relays within.  When you press Light off button, it turns off all indicator lights 
on the device and device continues the output from all ports. This feature is used in applications 
where lights on the device are not desired to be seen.

Power Pack 320 has 90 ~ 264VAC 50/60 Hz universal input.

In Power Pack 320, AC inputs are provided with 3-Pin VDE connectors.

Power Pack 320 Series provides an output > 160W for each port.

Power Pack 320 provides output > 2 x Mirrored with 2+4 Pin IP67 connectors.

All DMX inputs are provided with Neutrik 5 Pin XLR connectors.

The device has protection against short circuit, overload, over voltage, and over temperature.

Device Status, Power Output Status, Fuse Fail Status, Data Output Status, Data Off Status, Device 
Test Output Status indicators allow you to monitor the device remotely.

Power Pack 320 can be installed as wall mount or via DIN Rail apparatus in panel applications.

Power Pack 320 Series has Aluminium Sheet Metal body with powder finishing.

The Power Pack 320 Series is produced in RAL9005-black color as standard. Available in differ-
ent RAL code colors upon request. Device has black iron screws.

Power Pack 500

In the Power Pack 500 Series, you can see which color light is on output through the indicator 
light on the front panel. Power Pack 500 Series has LEDs that indicate whether the Energy and 
DMX signals are being received. You can see which port has DMX output and which port has volt-
age output. When the fuse fails,  you can see the LED indicators on which channel is problematic. 

Device operates in Test/Data mode when you press and hold the Mode button for 3 seconds. In 
Test mode, the device provides test data to all ports in RGBW combinations with each push of the 
button. In Data mode, it transmits the data from inputs to outputs. It does not harm the DMX uni-
verse thanks to the relays within.  When you press Light off button, it turns off all indicator lights 
on the device and device continues the output from all ports. This feature is used in applications 
where lights on the device are not desired to be seen.

Power Pack 500 has 90 ~ 264VAC 50/60 Hz universal input.

In Power Pack 500, AC inputs are provided with 3-Pin VDE connectors.

Power Pack 500 Series provides an output > 250W for each port.

Power Pack 500 provides output > 2 x Mirrored with 2+4 Pin IP67 connectors.

All DMX inputs are provided with Neutrik 5 Pin XLR connectors.

The device has protection against short circuit, overload, over voltage, and over temperature.

Device Status, Power Output Status, Fuse Fail Status, Data Output Status, Data Off Status, Device 
Test Output Status indicators allow you to monitor the device remotely.

Power Pack 500 can be installed as wall mount or via DIN Rail apparatus in panel applications.

Power Pack 500 Series has Aluminium Sheet Metal body with powder finishing.

The Power Pack 500 Series is produced in RAL9005-black color as standard. Available in differ-
ent RAL code colors upon request. Device has black iron screws.
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Power Pack 1000 

In the Power Pack 1000 Series, you can see which color light is on output through the indicator 
light on the front panel. Power Pack 1000 Series has LEDs that indicate whether the Energy and 
DMX signals are being received. You can see which port has DMX output and which port has volt-
age output. When the fuse fails,  you can see the LED indicators on which channel is problematic. 

Device operates in Test/Data mode when you press and hold the Mode button for 3 seconds. In 
Test mode, the device provides test data to all ports in RGBW combinations with each push of the 
button. In Data mode, it transmits the data from inputs to outputs. It does not harm the DMX uni-
verse thanks to the relays within.  When you press Light off button, it turns off all indicator lights 
on the device and device continues the output from all ports. This feature is used in applications 
where lights on the device are not desired to be seen.

Power Pack 1000 has 90 ~ 264VAC 50/60 Hz universal input.

In Power Pack 1000, AC inputs are provided with PowerCON connectors.

Power Pack 1000 Series provides an output > 125W for each port.

Power Pack 1000 provides output > 8 x Mirrored with 2+4 Pin IP67 connectors.

All DMX inputs are provided with Neutrik 5 Pin XLR connectors.

The device has protection against short circuit, overload, over voltage, and over temperature.

Device Status, Power Output Status, Fuse Fail Status, Data Output Status, Data Off Status, Device 
Test Output Status indicators allow you to monitor the device remotely.

Power Pack 1000 can be installed as wall mount or via DIN Rail apparatus in panel applications.

Power Pack 1000 Series has Aluminium Sheet Metal body with powder finishing.

The Power Pack 1000 Series is produced in RAL9005-black color as standard. Available in differ-
ent RAL code colors upon request. Device has black iron screws.

Power Pack 1000 is high-powered model that provide safe operation thanks to SCHURTE Rreset-
table thermal-magnetic circuit breaker on them

Power Pack 2000

In the Power Pack 2000 Series, you can see which color light is on output through the indicator 
light on the front panel. Power Pack 2000 Series has LEDs that indicate whether the Energy and 
DMX signals are being received. You can see which port has DMX output and which port has volt-
age output. When the fuse fails,  you can see the LED indicators on which channel is problematic. 

wDevice operates in Test/Data mode when you press and hold the Mode button for 3 seconds. In 
Test mode, the device provides test data to all ports in RGBW combinations with each push of the 
button. In Data mode, it transmits the data from inputs to outputs. It does not harm the DMX uni-
verse thanks to the relays within.  When you press Light off button, it turns off all indicator lights 
on the device and device continues the output from all ports. This feature is used in applications 
where lights on the device are not desired to be seen.

Power Pack 2000 has 90 ~ 264VAC 50/60 Hz universal input.

In Power Pack 2000, AC inputs are provided with PowerCON connectors.

Power Pack 2000 Series provides an output > 250W for each port.

Power Pack 2000 provides output > 8 x Mirrored with 2+4 Pin IP67 connectors.

All DMX inputs are provided with Neutrik 5 Pin XLR connectors.

The device has protection against short circuit, overload, over voltage, and over temperature.

Device Status, Power Output Status, Fuse Fail Status, Data Output Status, Data Off Status, Device 
Test Output Status indicators allow you to monitor the device remotely.

Power Pack 2000 can be installed as wall mount or via DIN Rail apparatus in panel applications.

Power Pack 2000 Series has Aluminium Sheet Metal body with powder finishing.

The Power Pack 2000 Series is produced in RAL9005-black color as standard. Available in differ-
ent RAL code colors upon request. Device has black iron screws.

Power Pack 2000 is high-powered model that provide safe operation thanks to SCHURTE Rreset-
table thermal-magnetic circuit breaker on them
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Energise Your 
Light With Our Power

2U Assembly

Ventilation 
Channels

Mode button

Light-Off Button

Power Button

Power Input

Power Button

Display Panel

Mode Button

Light-Off button
DMX

RDM20

Display Panel

Power Pack series form a single source to power multiple light fixtures. They provide 
a remote 48VDC power distribution system for LED luminaires. All models are fit for 
standard and custom-made applications allowing lighting designers to return their fo-
cus to lighting and light control. 

Power Packs have dedicated, contractor-friendly wiring compartments for line voltage 
input and low-voltage output. They have integral output connections that allow paral-
lel/bus wiring or home-run wiring of powered luminaires. We can drive all your exterior 
LED lighting projects through our Power Packs.

Ventilation 
channels

Aluminum Body

Aluminum Body

Wall Installation
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Power Pack
320&500 
Dimensions 

280mm/ 11”

57,5mm/ 2,8”

212mm/ 8,3”

Power Pack
1000&2000 
Dimensions  

483mm/ 19”

248mm / 9,7”

89mm
3,5”
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Power Pack Series
Specification

P08002 Power Pack 320 320W 2 Outputs Power Supply 
P08003 Power Pack 500 500W 2 Outputs Power Supply

Power Pack Series

Fixtures

P08004 Power Pack 1000 1000W 8 Outputs Power Supply 
P08013 Power Pack 2000 2000W 8 Outputs Power Supply

Accessories 

P20055 Power Pack 320 & Power Pack 500 for DIN Rails
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