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REMOTE DEVICE MANAGEMENT 
-------------------------- 

DEVıCES FOUND :3 

discovering 
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LABEL  :       SWORD 600RGBW    
MODEL  :        SWORD 600RGBW   
MAN     : HERA LED
DMX  START ADRESS:        001
DMX PRSONALITY: (RAW Mode)  
DMX SLOTS:  96

SWORD 600RGBW   
  

hera SWORD 600RGBW       001    
hera SWORD 600RGBW      097
hera SWORD 600RGBW       193   

MAIN  patch  options  003/003    
  

HERA  SWORD RGBW600        097

HERA SWORD RGBW600 001

 MAIN    patch  OPTONS 003/003

HERA  SWORD RGBW600        001

receive send rdm 
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Power Pack 1000 125W Per Port 

 Maximum in Chain: 20 meters or 32 pieces (varies by selected dmx personality)

 5 Pole Female
 XLR Connector

 Neutrik® powerCon 20A 
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Power Pack 2000 250W Per Port 
 4 Pin Female
  Connector

 4 Pin Male
  Connector

RISK OF
ELECTRIC
SHOCK�

90~264VAC 50/60Hz 

The MADRIX Software is the ultimate 
controll tool for LED lighting. 

Use pixel mapping at its best in 2D or 3D

DMX IN 

PIN DETAILS 

(-)

DMX (+)

(+)

DMX (-)

DMX & POWER OUT

1

32

1 GND

3 DMX +
2 DMX -

4

5

4 NC
5 NC

1

32

1 GND

3 DMX +
2 DMX -

4

5

4 NC
5 NC

DMX 1 DMX 2 DMX 3 DMX 4 DMX 5 DMX 6 DMX 7 DMX 8 DMX IN USB Ethernet
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 5 Pole Male XLR Connector 

 RJ45
 RJ45

Ethernet 

DMX Signal 

RISK OF
ELECTRIC
SHOCK�

90~264VAC 50/60Hz 

 AC Input 
3-Pin VDE 

PC

Signal cable is directly put in Power Pack for addressing.
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RDM Addressing 

Group of RDM Addressing

As below There is a group of RDM addressing process which is made of Swisson XMT-350.  Please, follow the numbered drawings for RDM addressing of our products. Please check the link for 
more details click here www.heraled.com/technic/1.mp4 
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RDM Addressing Block Diagram

Please open device with the
button,      choose RDM icon with
the       button, then select RDM
icon by pressing the      button 

Connected products are scanned
by device

Products are appeared on the RDM
device screen. The products are chosen
with      and      buttons, chosen 
product on display screen reveals 
itself with blinking light.(identify on)
Select the      button for chosen
product addresing.

-  + 
Please choose DMX Start Address
on device screen by using       and    
button and select it by the      button

Please use the      and       buttons for
addressing on this screen and select the
       buttons for confirmation. After the
process is completed, press the
       button to go the product list screen.

As you choose different product on screen 
by using       and      buttons, previously chosen
product will switch itself ‘’ identify off’’ mode
in this case , chosen product begin to blink
and previously chosen product will stop blinking.
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https://www.heraled.com/technic/1.mp4
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